深圳市帕骐电子科技有限公司

产品部-10新品上架描述表（Y0234,Y0235,Y0236）
1.Key Features
（Red marked content must be show on Listing Title or Bullet Point ）
*High quality dual channel stereo IR wireless headphone.

*Compatible with all built-in IR receiver, which are widely used in the car,  such as headrest, DVD, back-seat etc. Back seat passengers can wear this IR wireless headphone.

*Back-seat passengers can clearly hear the car DVD, it will not disturb others and the driver, also the passengers will not be disturbed by the outside noise.

*The most comfortable car wireless headphone for hours of comfortable enjoyment, durable and lightweight.

*Multi-use: Can use as wireless or as wired with the Included 1.4m audio cable for 3.5mm port devices. Compatible with smart phones, tablets, MP3 players, etc.

2. Technical Specification
Channel: Dual

 Carrier frequency: 

 a) A channel: 2.8MHz for right channel; 2.3MHz for left channel

 b) B channel: 3.8MHz for right channel; 3.2MHz for left channel

 Mode: stereo 

 S/N ratio: ≥70dB 
 Distortion: <1% 

 Frequency response: 20 - 20,000Hz

 Impedance:32 Ohms

 Sensitivity: -88dBm±3dB

 Battery Requirement: 2*AAA 1.5V battery

 Effective Range: Max to 10M without block

 Mini 3.5mm jack for audio input from other devices

3. Instruction
Easy to use, just turn on your IR sender device to A channel/B channel, then  turn on the power of the headphone, switch to the same channel to receive the audio stream from your IR sender device. Or you can direct use the 3.5mm jacket for audio transfer from other device.(Note: In this mode, volume knob on headphone will not active, you can only adjust in your other device.) 

4. Package
1*IR head phone
1*1.5M 3.5mm Audio cable
1*User manual
5. Reference Link
1. 产品描述
（字体颜色为红色代表要填写在标题或者短描述Bullet Point ）
*高品质双通道立体声红外无线耳机。

*可与一切内置红外接收器相连，广泛用在汽车上。如小车上的头枕DVD，后座的客人戴上此款红外无线耳机。

*可清晰和收听到汽车上的DVD，不会影响他人和司机，更不会受到外面噪音的影响。

*最舒适的汽车无线耳机带来数小时的舒适享受，耐用而且轻便.。
*多功能：可以无线使用，或者有线使用，内置1.5米的音频电缆使用于3.5mm端口设备。支持只能手机，MP3播放器等设备。

2.技术参数

 频道：双
 载波频率：
 a）一个通道：2.8MHz为右声道; 2.3MHz的左声道
 B）B通道：3.8MHz为右声道; 3.2MHz的左声道
 模式：立体声
 S / N比：≥70dB
 失真：<1％
 频率响应：20 - 20,000Hz
 阻抗：32欧姆
 灵敏度：-88dBm±3分贝
 电池要求：2节AAA1.5V电池
 有效范围：最大无需块10M
 来自其它设备的音频输入小型3.5毫米插孔
3. 安装/使用说明

使用方法：只需要打开红外发送设备到A频道或者B频道，然后打开耳机的电源（开关），切换相同的频道来接收红外发送设备发出的音频流。
或者你也可以直接使用3.5mm的接口来接收其它设备的传输。（注意： 在这种模式下，耳机上的音量旋钮将不能使用，你只能通过你连接的设备来调节音量）
4.包装

IR耳机*1
1.5米3.5mm音频线*1
说明书*1
5.参考链接
